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| Model Number: 5KFS313ZWL2190 November 25, 2022 |

Marks:

5KFS313ZWL2190 1087
358B6971AH S1
886070022200 TEFC
2DELTA/2WYE / DELTA Energy Saver
GEI-M1052-SP 411

NA 55

KFS 40

315L --

B3 -15

3 F

4 N
250HP/185kW IE3-96.2
1790 95.8
220/380/440 89

60 6319 C3
552/319/276 6319 C3
1.15 2.8

Enclosure is Totally Enclosed Fan-Cooled

Stamped Nameplate Notes:

Additional Information:

SUITABLE FOR DOL STARTING

ROTATION: CW VIEWED FROM DE

INVERTER DUTY PER IEC TS 60034-25, SECTION 18
INVERTER RATED PWM 20:1 VARIABLE TORQUE, 1.0 SF
DOUBLE SHAFT EXTENSION
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Performance Characteristic:

LOAD % 125.0 115.0 100.0 75.0 50.0 25.0 0.0
% EFF 96.24 96.25 96.22 96.00 95.30 92.81 0
% PF 92.30 91.98 91.24 88.60 81.79 61.49 27.85
AMPS 342 315 276 214 156 106 84

TORQUE(FL) N-m 985 TORQUE(LR)%FL 248 TORQUE(BD)%FL 401

AMPS(LR 440V) 2427 PF AT START 27.85%

Other Useful Information for Application:

Rotor Inertia (Kg-m?) : 5.0629
Max load inertia (Kg-m?): 42.8564
Load Type: Square Torque/Speed Characteristic
Voltage: 100%
Number of starts per hour: 2 Cold or 1 Hot
Acceleration Time with maximum inertia (sec): 2.7
Safe stall time (sec): Cold/Hot 36.2/14.7
315L, 4P, 250HP/185kW, 440V, 60Hz
Current vs Slip Curve and Torque vs Slip Curve
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| Model Number: 5KFS313ZWL2190

Marks:

Connection Diagram

886070022200
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PTC Diagram
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